
SPECIFICATIONS:
•  Compression force: 2-28 ton
•  Minimum 1,275 psi on a 2” diameter crush die
•  Maximum 17,800 psi on a 2” diameter crush die
•  �Hardened plates: 12” x 12” fully guided platens to 

ensure parallelism
•  Positive stops on plates for centering the crush die
•  Open daylight: 6”-12” (adustable)
•  Cylinder stroke: 6”
•  Self-contained hydraulic system
•  �Available with and without 2” ID crush die  

(compatible with ISO 13503-2)
•  �Allen Bradley MicroLogix 1400 programmable 

controller with 7” PanelView 800 color touch screen 
operator interface

	 •  Closed- loop control of clamp pressure
	 •  �Real time graphical display of process parameters
	 •  Recipe storage (up to 30 recipes of 24 segments)
	 •  Two hand anti-tie down close buttons
•  �Polycarbonate safety guards around molding area  

with manual sliding interlocked operator gate
•  Dimensions: 46” w × 35” d x 74” h
•  Weight: 1,900 lbs
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BUILDING QUALITY PRESSES IN THE USA SINCE 1941

HYDRAULIC PRESSES

G28-12-PCR PROPPANT CRUSH TEST
Press for Frac Sand, Resin Coated Sand and Ceramic Proppant

Wabash MPI
1569 Morris Street, P.O. Box 298  
Wabash, Indiana 46992-0298 U.S.A.
Phone 260-563-1184

All new Wabash presses are manufactured in compliance with current regulations 
and are furnished with safety guards as standard equipment. Guards may have been 
removed in some photographs for clarity. Wabash strongly recommends use of guards 
and personal protection equipment when operating any press. As a result of continuous 
improvement, specifications are subject to change without notice. Consult factory for 
specific data and pricing.

FAX 260-563-1396 
E-mail: wabashmpi@acscorporate.com
ISO 9001:2015 Certified

Genesis Series presses meet the critical demands of ISO
13503-2:2006 with unsurpassed cycle repeatability. The 
proportional hydraulic system is capable of applying a constant 
rate of 13.8 MPa/min. (2000 PSI min.) from 2 ton to 28 ton 
clamp force within a ±2.5% deviation. The operator interface 
allows easy setup of press control parameters and includes 
ample recipe storage.


